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AB Isothermic Cabinet Brooder



*Proven AB electronic proportional


  burst thermostat.





*Control to +/-0.5(C, throughout.            


 


*Thermally efficient twin walled 


    moulded ABS & polycarbonate


   cabinet, for all round vision and


   easy cleaning.





*Brooding chamber free from sensors 


  and vulnerable electronic parts.





*Humidity level controlled by water      


  surface area channels in base moulding.





*Internally powered digital temperature 


  readout, independent of control.





*Large drop down access door.





*Large brooding area 375mm Square


  with adequate headroom for large 


  macaws and cockatoos.





*Cabinet splits into 3 sections for easy


  sterilization procedures, all areas 


  accessible for cleaning.





A.B.Incubators have been at the forefront in incubation technology  for twenty years, designing specialist equipment  for Zoos, conservation agencies and bird breeders, in more than 50 countries. This brooder represents the latest technology available today at a price accessible to all breeders, who recognize the need for quality, field tested equipment.





SPECIFICATIONS.





Brooding Dimensions    375mm  x 375mm   x   300mm


Weight    6  Kgs


Composition.  Top & Base 3mm ABS mouldings - Cabinet twin wall Polycarbonate- Door 4mm Acrylic


Power Consumption- Max. 120 watts (typically 60 watts at working temperature)


Supply 230Volts 60Hz








